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#4 Flushvalve for American Standard

Job Name: ____________________________________________

Job Location: ____________________________________________

Contractor: ____________________________________________

Engineer: ____________________________________________

Approval: ____________________________________________

1304016 New Style #4 Flushvalve .515 lbs. 47107-007A
1304018 Old Style #4 Flushvalve 1.04 lbs. 47086-007A

1304040 #4 Actuator with 10” Chain Only              .280 lbs.     147086

1304010 10” Chain Kit Only .080 lbs.

1361002      Screw On Seat Disk for Old Style #4 .062 lbs.
1362004      Snap On Seat Disk for New Style #4 .070 lbs.

   W-R#                                  Description                            Weight             Replaces Am. Std. #

Design Features:
• Plastic Actuator Construction
• Old Style Individually Boxed
• New Style Individually Bagged
• Furnished with 10” Chain Kit
• Imported

            Part                                 New Style Material       Old Style Material

Material Specifications

1304016
New Style

1304018
Old Style

Actuator Body Plastic Plastic
Seat Disk Rubber (Snap on) Rubber (Screw on)
Valve Seat Plastic Brass
Seat Washer Black Rubber Black Rubber
Hardware CP Steel Brass and Copper
10” Chain Metal Beads Metal Beads
Chain Clip Metal Metal
Chain Grommet Rubber Rubber


