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Korky QuietFILL® Ballcock

Job Name: ____________________________________________

Job Location: ____________________________________________

Contractor: ____________________________________________

Engineer: ____________________________________________

Approval: ____________________________________________

     W-R#                         Lavelle#                             Description                                  Weight

Ballcock Body Black and White Plastic
Tube Black Rubber
Mounting Nut Black Plastic
Coupling Nut Black Plastic
Washer Red Chlorazone® Rubber
Cone Washer Red Chlorazone® Rubber
Clip Metal
Tamper Proof White Plastic
Accessory

Design Features:
• Universal, Adjustable Fit
• Fits all 2 Piece Toilets
• Fits most 1 Piece Toilets
• Innovative Twist-Lock Water Level Adjusment
• For Easy Installation
• Adjusts Between 7-3/4” to 13-1/2”
• Chlorine Resistant
• 5 year Warranty by Lavelle
• Domestic

       Part                                  Material

Ballcock Material Specifications

1330560                 818BP Korky® Quitefill - Replacement Cap
Also fits Hunter® 528 and TOTO® Fill Valves

Cap Body Black Plastic
Diaphram Red Chlorazone® Rubber

       Part                                  Material

Replacement Cap Material Specifications

          1330552               528                    Korky® Quitefill                 .551 lbs.

DO NOT use in drop-in toilet tank cleaners, including bleach or chlorines.

DO NOT overtighten the mounting nut. Failure to comply can cause property damage, including flooding. Failure to comply voids the Lavelle Industries Limited Warrantee.

Use: Universal replacement for faulty fill
valves and ballcocks. Fixes noisy toilets,
slow refilling toilets, non-refilling toilets,
and running toilets.


